
Conductor construction is tin coated, soft drawn bare copper meeting the requirements of
ASTM Specification B-33.
The two conductors shall be insulated with a high quality polyvinylchloride (PVC) covered with
a clear nylon sheath for systems applications up to 600 volts. One conductor will be insulated
yellow and the other conductor insulated gray.
A 2 mil aluminum backed polyester shielding with a 16 awg solid tinned copper drain wire in
contact with the aluminum side is applied. The shield has a 25% minimum overlap.
A polyethylene (PE) jacket covers the assembly.
Application: Suitable for use as Toro’s® communication cable for control of Toro® golf course
sprinkler systems.
Conductor: Tin coated, soft drawn bare copper (ASTM Spec. B-33)
Two (2) conductors
Stranded (16 awg)
Insulation: Polyvinylchloride (PVC) with a nylon sheath
Outer Jacket: Polyethylene (PE)
Temperature: 90° C
Voltage: 600 volts

Insulation Outer Jacket
Gauge Size Strand Thickness Thickness

16 7 .015 .045

Regency’s Toro® Communication Cable is manufactured
for direct burial application of Toro’s® golf course
sprinkler systems.

Toro® Communication Cable
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Conductor construction is tin coated, soft drawn bare copper
meeting the requirements of ASTM Specification B-33.
The two conductors shall be insulated with a high quality
polyvinylchloride (PVC) for systems applications up to 600 volts. One
conductor will be insulated black and the other conductor insulated
red. Both conductors shall be of the same size as specified and/or
shown on the drawings and as required for the proper operation of
the Satellite and Decoder units connected to it.
The two conductors shall be laid parallel and pressure extruded with
a solid color, linear low density, sunlight resistant polyethylene (PE)
outer jacket. The standard colors for the jacket shall be red, green,
blue, yellow, black, purple and orange.
Application: Suitable for use as Rain Bird’s® communication wire
for control of Maxi control systems.
Conductor: Tin coated, soft drawn bare copper
(ASTM Spec. B-33)
Two (2) conductors
Solid (14 awg and 12 awg)
Insulation: Polyvinylchloride (PVC)
Outer Jacket: Polyethylene (PE)
Temperature: 60° C
Voltage: 600 volts

Gauge Size Conductor Insulation Outer Jacket
14 .060 .045
12 .060 .045

Regency’s Maxi Cable is manufactured for the
control of Rain Bird’s® Maxi control systems.
It is direct burial rated.

Rain Bird® Maxi Cable

RoHS
Compliant

Conductor construction is soft drawn bare copper meeting the requirements
of ASTM Specifications B-3 and B-174. Sizes 18-2, 12-2, 10-2 and 8-2 have
flexible stranding conductors.
The insulation is a high quality polyvinylchloride (PVC) for conductor
temperatures up to 60° C.
Application: Suitable for use in direct burial landscaping and lighting
applications. Sunlight resistant.
Conductor: Soft drawn bare copper (ASTM Specs. B-3 and B-174),
Flexible Stranded (18 awg thru 8 awg)
Insulation: Polyvinylchloride (PVC)
Temperature: 60° C
Voltage: 150 volts

Insulation
Conductor Size Stranding Thickness

18 16 .045
16 26 .045
14 41 .045
12 65 .045
10 105 .045
8 165 .060

• Call regarding colors other than black.
Regency’s Low Voltage Lighting Cable
is manufactured for the purpose of
direct burial landscape and lighting
applications.

Low Voltage Lighting Cable
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RoHS
Compliant

Conductor construction is soft drawn bare copper meeting the requirements
of ASTM Specification B-3. The conductors are 19 awg solid copper. All guages
have flexible stranding conductors.
The conductors are insulated with polyethylene (PE) in distinctive colors to
facilitate pair identification and are twisted into pairs with varying lays to
minimize crosstalk.
The interstices between the pairs are filled with Waterbloc compound and covered
with a non-hygroscopic core wrap. The inner and outer surfaces of the core wrap
are coated with Waterbloc compound.
The assembly is then longitudinally wrapped with a corrugated .008" (0.2 mm)
thick copolymer-coated aluminum tape. This tape reduces the possibility of shield
corrosion and lightning damage. The outer surface of the shield is flooded with
Enviroblock compound. The outer jacket is polyethylene (PE).
Application: Suitable for use as direct burial communication applications
where protection against water and moisture entry is a critical requirement.
PE-39 is recommended where rodent attack is possible.
Conductor: Soft drawn bare copper (ASTM Spec. B-3)
Solid (19 awg)
Insulation: Polyethylene (PE)
Outer Jacket: Polyethylene (PE)
Temperature: 60° C
Voltage: 8.523 OHMS Per M Feet at 68° F

Number of Pairs Outside Diameter Cable Weight
3 .042 84 / M'

Regency’s PE-39 jacketed cable is manufactured
for the purpose of direct burial power wire
applications in accordance with the National
Electric Code.
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Please visit www.regencywire.com for complete specifications.Regency Wire & Cable




