
Regency Wire & Cable

Underground Low
Energy Circuit Cable
PVC Insulation, 150 V Rating

Part # Desc. Wt/1000’ Std. Pkg. Colors

18UF(C)(P) 18 Solid 13 4 x 500, 1 x 2500 1-12

16UF(C)(P) 16 Solid 17 4 x 500, 2 x 1000, 1 x 2500 1-12

Color Code(C): 1-Black, 2-White, 3-Red, 4-Blue, 5-Green, 6-Yellow, 7-Brown, 8-Orange, 9-Gray,
10-Pink, 11-Purple, 12-Tan

Put-Up Code(P): 1-500’, 2-1000’, 5-2500’

U
® L

LISTED

UF Irrigation Cable
PVC Insulation, 600 V Rating,
Underground Feeder Cable
Part # Desc. Wt./1000’ Std. Pkg. Colors

14UF(C)(P) 14 Solid 28 2 x 500, 1 x 2500 1-12

12UF(C)(P) 12 Solid 37 2 x 500, 1 x 2500 1-12

10UF(C)(P) 10 Solid 51 2 x 500,1 x 1000, 1 x 2500 1-9, 11

08UF(C)(P) 8 Solid 76 1 x 500, 1 x 1000, 1 x 2500 1-8

06UF(C)(P) 6 Str 120 1 x 500, 1 x 1000, 1 x 2500 1-5

04UF(C)(P) 4 Str 175 1 x 500, 1x 1000, 1 x 2500 1, 2, 3, 5

02UF(C)(P) 2 Str 280 1 x 500, 1 x 1000, 1 x 2500 1, 2, 3, 5

1AUF(C)(P) 1/0 Str 408 1 x 500, 1 x 1000 1, 2, 3, 5

2AUF(C)(P) 2/0 Str 501 1 x 500, 1 x 1000 1, 2, 3, 5

3AUF(C)(P) 3/0 Str 617 1 x 500, 1 x 1000 1, 2, 5

4AUF(C)(P) 4/0 Str 762 1 x 500, 1 x 1000 1-2

Color Code(C): 1-Black, 2-White, 3-Red, 4-Blue, 5-Green, 6-Yellow, 7-Brown, 8-Orange, 9-Gray,
10-Pink, 11-Purple, 12-Tan

Put-Up Code(P): 1-500’, 2-1000’

U
® L

LISTED

Multi-Conductor
Irrigation Control Cable
PE Jacket with PVC Inner
Insulation with Rip Cord, 30 V Rating
Part # Desc. Wt./1000’ Std. Pkg.

18/02(P) 18 Solid / 2 Cond. 18 2 x 250, 2 x 500, 1 x 1000, 1 x 2500

18/03(P) 18 Solid / 3 Cond. 25 2 x 250, 2 x 500, 1 x 1000, 1 x 2500

18/04(P) 18 Solid / 4 Cond. 35 2 x 250, 2 x 500, 1 x 1000, 1 x 2500

18/05(P) 18 Solid / 5 Cond. 42 2 x 250, 2 x 500, 1 x 1000, 1 x 2500

18/06(P) 18 Solid / 6 Cond. 50 2 x 250, 2 x 500, 1 x 1000, 1 x 2500

18/07(P) 18 Solid / 7 Cond. 59 2 x 250, 1 x 500, 1 x 1000, 1 x 2500

18/08(P) 18 Solid / 8 Cond. 68 2 x 250, 1 x 500, 1 x 1000, 1 x 2500

18/09(P) 18 Solid / 9 Cond. 78 2 x 250, 1 x 500, 1 x 1000, 1 x 2500

18/10(P) 18 Solid / 10 Cond. 84 2 x 250, 1 x 500, 1 x 1000, 1 x 2500

18/12(P) 18 Solid / 12 Cond. 97 2 x 250, 1 x 500, 1 x 1000, 1 x 2500

18/13(P) 18 Solid / 13 Cond. 104 1 x 250, 1 x 500, 1 x 1000, 1 x 2500

18/16(P) 18 Solid / 16 Cond. 125 1 x 250, 1 x 500, 1 x 1000

18/19(P) 18 Solid / 19 Cond. 139 1 x 250, 1 x 500, 1 x 1000

18/25(P) 18 Solid / 25 Cond. 180 1 x 250, 1 x 500, 1 x 1000

Put-Up Code(P): 0-250’, 1-500’, 2-1000’, 5-2500’

U
® L

LISTED

PE Sprinkler Systems Cable
Polyethylene Insulation,
600 V Rating, Direct Burial

Part # Desc. Wt./1000’ Std. Pkg. Colors

14PE(C)(P) 14 Solid 20 2 x 500, 1 x 2500 1-12

12PE(C)(P) 12 Solid 27 2 x 500, 1 x 2500 1-9, 11

Color Code(C): 1-Black, 2-White, 3-Red, 4-Blue, 5-Green, 6-Yellow, 7-Brown, 8-Orange, 9-Gray,
10-Pink, 11-Purple, 12-Tan

Put-Up Code(P): 1-500’ , 2-1000’, 5-2500’

U
® L

LISTED

UF-B 2 Conductor
w/Ground-Direct Burial
PVC Insulation with THHN/THWN
Inners, 600 V Rating
Part # Desc. Wt./1000’ Std. Pkg.

142CWGJK(P) 14 Solid / 2 w/grd. 76 1 x 500, 1 x 1000

122CWGJK(P) 12 Solid / 2 w/grd. 101 1 x 500, 1 x 1000

102CWGJK(P) 10 Solid / 2 w/grd. 150 1 x 500, 1 x 1000

082CWGJK(P) 8 Str / 2 w/grd. 255 1 x 500, 1 x 1000

062CWGJK(P) 6 Str / 2 w/grd. 305 1 x 500, 1 x 1000

Put-Up Code(P): 0-250’, 1-500’, 2-1000’, 5-2500’

U
® L

LISTED

Low Voltage
Lighting Cable
PVC Insulation, Flexible, Stranded Low
Energy Lighting Cable, 150 V Rating
Part # Desc. Wt./1000’ Std. Pkg.

18LC1(P) 18 Str / 2 Cond. 27 4 x 250, 2 x 500

16LC1(P) 16 Str / 2 Cond. 33 2 x 250, 2 x 500, 1 x 1000

12LC1(P) 12 Str / 2 Cond. 67 2 x 250, 1 x 500, 1 x 1000

10LC1(P) 10 Str / 2 Cond. 97 1 x 250, 1 x 500

08LC1(P) 8 Str / 2 Cond. 161 1 x 250, 1 x 500

Put-Up Code(P): 0-250’, 1-500’, 2-1000’

U
® L

LISTED

Ground Rods
Ground Rods

5/8" Diameter x 8'
5/8" Diameter x 10'

U
® L

Ground Rods are suitable for use as grounding
electrodes in accordance with ANSI/NFPA 70, National
Electrical Code (NEC), and are also
suitable for use in installation of lightning
protection equipment.

Ground Enhancing Material (GEM)
Estimated bags of GEM for backfilling around ground rods to a density of 1442 kg/m3 (90 lb/cu ft).

Diameter of Hole Depth of Hole (feet)

1.8 m 2.1 m 2.4 m 2.7 m 5.2 m 5.8 m 6.1 m
(6') (7') (8') (9') (17') (19') (20')

7.5 cm (3") 2 2 2 2 4 4 4

10.0 cm (4") 2 3 3 3 6 7 7

12.5 cm (5") 3 4 4 5 9 10 10

15.0 cm (6") 5 5 6 7 13 14 15

17.5 cm (7") 6 7 8 9 17 19 20

20.0 cm (8") 8 9 11 12 22 25 26

22.5 cm (9") 10 12 13 15 28 31 32

25.0 cm (10") 12 14 16 18 34 38 40

Regency Part # GEM




